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What’s in the Box 
Check the package for the following items. If there are any items missing 
or damaged, please contact your place of purchase immediately. 

 

Á Scanner  

Á AC Power Adapter  

Á CD containing User Guide 

Á Scan To PC software (on CD) 

Á Calibration Card 

Á Roller Cleaning Tool 

Á Sensor Cleaning Swab 

Á Plastic Sheath 

Á USB Cable 

 

Supported Memory Cards 
Á SD / SDHC / MMC 

 

PC System Requirements 
Operating system: 

Windows XP, Vista, Windows 7 - 32 / 64 bit or later version 

 

USB Port Supported: 

USB 2.0 port 

 

10MB free hard disk space for the Scan To PC Manager software 
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1. Introduction 
Congratulations on your purchase of the scanner. Now you can scan 
and store your printed photos directly to your memory card or flash 
disk without connecting to any computer. Simply insert a memory card 
or flash disk into the scanner, and power it on. When the scanner is 
ready, feed your printed photo into the scanner and your images will 
be stored in the memory card or flash disk. If you want to store your 
photos directly into your computer, just plug in a USB cable and/or 
use the supplied Scan To PC utility.  

Before you install and operate the product, please take a few minutes 
to read through this manual.  It provides proper instructions for you to 
install, operate and maintain the product. 

 

 

2. Scanner Overview 
2.1 Scanner View 
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No. Name Function/ Description 
1 Power Button Press to power on or off. 
2 Custom Button Press the button to start cleaning the roller. 

3 Guide Lever 
Slide the guide lever to adjust for various 
sized originals to ensure the proper 
alignment. 

4 Indicator light Indicates the operating status of the 
scanner. 

5 Feeding Slot Insert an original to begin scanning. 

6 Power connector For connecting to the supplied power 
adapter. 

7 Mini USB 
connector 

For connecting to a computer via a USB 
cable. 

8 Flash disk slot For inserting a flash disk. 
9 Memory card slot For inserting a memory card. 

 

 

3. Installation & Operation 
Precautions 

Â Keep the product out of direct sunlight.  Direct exposure to the 
sun or excessive heat may cause damage to the unit. 

Â Do not install the product in a humid or dusty place. 

Â Be sure to use the proper AC power source. 

Â Place the product securely on an even, flat surface.  Tilted or 
uneven surfaces may cause mechanical or paper-feeding 
problems. 

Â Retain the product box and packing materials for shipping 
purposes. 

3.1 Initial Setup 

1. Connect the plug on the power adapter cable to the power 
connector on the scanner. 
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3. Power on your PC, and then connect the large end of the USB cable 
to a USB port on your PC. 

 

4. Press and hold the Power button for 0.5 seconds. 

 

5. When the scanner connects successfully with a computer, a 
Removable Disk (F) (F represents the removable drive letter) will 
be shown in Windows Explorer. If a memory card or flash disk is 
inserted to the scanner, the Removable Disk will be replaced with 
the name of the memory card or flash disk. 

6. After your scan, a folder titled PHOTO1 is added to the memory 
card or flash disk and the scanned image will be saved in JPEG file 
format. 

Each scanned image is given a file name with the prefix scan 
followed by a 4- digit sequential number in the order the images 
are stored. For example, SCAN0001.jpg, SCAN0002.jpg. If the file 
name reaches SCAN9999.jpg in the Photo1 folder, a new folder 
titled Photo2 will automatically be created to store subsequent new 
files, and so on. 

7. You can now view or edit the files on the memory card or flash disk 
using your own graphic editing software. 

4.2 Disconnecting the scanner from a computer 

1. On the Windows System Tray, click the hardware removal icon.  

2. Click the ‘Safely remove USB mass Storage device’ message with 
the corresponding Drive.  

3. When the ‘Safe to Remove Hardware’ message appears, you can 
safely remove the scan engine’s USB cable. 
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5. Scanning To PC Manager 
With the Scan To PC Manager, you can easily scan photos and save the 
scanned images directly to the connected PC. You can also choose the 
location where the scanned images will be saved. 

5.1 Starting the Scan To PC Utility 

1. Connect the scanner to your computer with a USB cable. If 
successfully installed, a Removable Disk (F) (F represents the 
removable drive letter) will be shown in the Windows Explorer. If a 
memory card is inserted to the scanner, the Removable Disk will be 
replaced with the name of the memory card. 

2. Double click the bundled ScanToPC.exe. Now, the Scan To PC 

Utility runs, and the icon  stays on the system tray. 

3. Right click the icon  in the system tray and select Setting to 
invoke the Scan To PC Utility screen, as shown below: 

 

4. To save the scanned images to your computer, select Scan To PC in 
the drop-down menu of Save Type.  

To save the scanned images to your memory card connected to the 
scanner, select Memory Card in the drop-down menu of Save 
Type. 

Important: Once you have installed the Scan To PC Utility and you 
wish to save your scanned images to a memory card, you still need 
to use Scan To PC Utility and select Memory Card in the drop-down 
menu of Save Type. 

5. Click the Browse button to save your scanned images to a 
specified location.  (Default is C:\temp\)  

6. Click Apply to save the settings or Cancel to leave the Setting 
screen without saving the changes. Note the Scan to PC Utility icon 
is still running in your system tray. 

7. Scan your photo described. 

After your scan, a folder titled Photo1 to save the scanned images 
is added to a default or specified location.  
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Note each scanned image is given a file name with the prefix scan 
followed by a 4-digit sequential number. For example, 
scan0001.jpg, scan0002.jpg. 

8. To exit the Scan To PC Utility, right-click the icon  in the system 
tray and select Exit. 

Note: 

¸ If you have not inserted a memory card to the scan engine, a 
Removable Disk drive will still be shown in Explorer window though 
you can not access anything from the drive. 

¸ If you have inserted a memory card to the scan engine, the name 
of the memory card will be shown in Explorer window. 

5.2 Uninstalling the Scan To PC Manager 

1. From the PC Start menu, select: 
All Programs > Scan To PC > Uninstall Driver 

2. Follow the uninstall wizard to uninstall the software. 

3. Restart your PC when prompted to do so. 

 

 

6. Maintenance 
6.1 Cleaning the Roller 

1. Clean the scanner’s outer casing first, using only the recommended 
and supplied tools. 

2. Connect the power supply to the scanner. 

3. Press and hold the power button for about 0.5 seconds to power 
the scanner on. 

 

4. Press and hold the power button for about 0.5 seconds again. 

5. Place the supplied roller cleaning tool on the feeding slot. 
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6. The cleaning tool will be brought into the feeding slot 
automatically, and the cleaning process will begin. 

7. When the cleaning process is completed, the cleaning tool will be 
ejected from the feeding slot. 

6.2 Calibrating the scanner 

If the scanned image looks fuzzy or there are strange stripes on it, the 
scan engine may need calibrating in order for the sensor to resume its 
original precision. To calibrate the scan engine: 

1. Follow the instructions of Cleaning the Roller on the preceding 
section to clean the roller. 

2. Press the Custom button for about 0.5 seconds, and then the 
indicator LED blinks in green.  

 

3. Insert the calibration chart to the feed slot in 3 seconds. 

4. The scanner starts calibrating. 

6.3 Cleaning the Image Sensor 

1. Clean the scanner’s outer casing first, using only the recommended 
and supplied tools. 

2. With the scanner powered off and disconnected from the power 
supply, insert the sensor cleaning swab into one end of the output 
slot. 

3. Gently slide the sensor cleaning swab back and forth from one end 
of the output slot to the other five or six times consecutively. 

4. Remove the sensor cleaning swab, store it in a safe place and 
protect it from dust. 

 

 

7. Troubleshooting 
If you have problems with the operation of the product, please check the 
following troubleshooting hints.  

7.1 Frequently asked Questions 
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Question: There are strange lines on the scanned image, or the 
image is not clear. 

Answer: Check the following:  

Are there scratches on the original, or is the original 
clean? Remove any stains or dust from the original before 
scanning. 

Has the scanner been used for a long period of time 
without cleaning and calibration? Follow the instructions 
for "Cleaning the Scanner" and “Calibrating the 
Scanner", and then try again. 

Question: The original gets stuck halfway in the feeding slot. 

Answer: Press the Power button. The scanner will back out the 
original so you can remove the jammed original from the 
output slot.  

Question: The status indicator blinks rapidly and no scan is 
possible. 

Answer: Check the following: 

Is the memory card inserted properly into the memory 
card slot? Re-insert the card and try again. 

Is the SD card locked (set to write-protect)? Unlock the 
card. 

Is the memory card full? The indicator blinks when the 
free space on the memory card is below 1MB. Use another 
card if necessary. 

Make sure the memory cards are in FAT or FAT32 file 
formats only, not NTFS or any other file format. 

Did you insert the next original before the scanning 
process of the previous one was completed? Power the 
scanner off and back on and try again. Make sure that you 
scan the next original only after the scanning process of 
the previous one has completed. 
Does the length of the original exceed the maximum 
acceptable size?  

Question: The scanner feels warm to the touch. 

Answer: It is normal for the scanner to emit a small amount of 
heat (around 30-45 Celsius) after prolonged use. 
However, if there are strange odors coming from the 
scanner or the scanner feels hot to the touch, disconnect 
the scanner immediately from the power supply or the 
computer. 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


